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 Series HPSt 500 V – diameter 10-5 mm 

 

 

 

 

 

  

Type 

 

 

max. stroke* 

 

μm 

Length 

 

mm 

el. 

capacitance 

nF 

Stiffness 

 

N/μm 

Resonance 

frequency 

kHz 

HPSt 500/10-5/5 12/7 9 65 200 40 

HPSt 500/10-5/15 25/17 18 180 100 25 

HPSt 500/10-5/25 35/25 27 260 70 20 

Piezocomposite – bare ring actuator series HPSt 

  

 

 

Product highlights: 

 
 max. load: 3500 N 

 max. force generation: 2800 N 
(at maximum voltage) 

 free opening 
 

Applications: 

 

 laser adjusting 

 heat abstraction 

 shock wave generation 

 sensor testing 

 test and acceleration damping 

 active vibration cancellation 

 fuel injection 

 active engine mounting 

 as well as all kinds of positioning tasks  
which require high loads and/or extreme  
accelerations 

 

Options: 

 

 piezomaterials HP, HS/HT 
 

Series HPSt without casing – diameter 10-5 mm 

 

*     *          motion at voltage -100 V thru 500 V/ -0 V thru 500 V      

 

Image: Ring actuator without casing, 

diameter 10-5 mm 
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HPSt_500_10-5_1000_10-5_piezocomposite 

 

 

 

 

 

Series HPSt 1000 V – diameter 10-5 mm 

 

 

 

 
Drawing: 

 

 

 

 

 

Specifications subject to change without notice! 

 

Type 

 

 

max. stroke* 

 

μm 

Length 

 

mm 

el. 

capacitance 

nF 

Stiffness 

 

N/μm 

Resonance 

frequency 

kHz 

HPSt 1000/10-5/5 13/8 9 15 210 50 

HPSt 1000/10-5/20 25/17 18 40 110 35 

HPSt 1000/10-5/25 35/25 27 65 75 25 

HPSt 1000/10-5/40 55/40 36 90 55 20 

HPSt 1000/10-5/60 80/60 54 140 35 15 

Piezocomposite – bare ring actuator series HPSt 

 

 

*     *          motion at voltage -200 V thru 1000 V/ -0 V thru 1000 V       
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HPSt_500_15-8_1000_15-8_piezocomposite.doc 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Series HPSt 500 V - diameter 15-8 mm 

 

 

 

Type 

 

 

max. stroke* 

 

μm 

Length 

 

mm 

el. 

capacitance 

nF 

Stiffness 

 

N/μm 

Resonance 

frequency 

kHz 

HPSt 500/15-8/5 12/7 9 140 550 40 

HPSt 500/15-8/20 27/20 18 360 280 25 

HPSt 500/15-8/25 35/25 27 520 180 20 

HPSt 500/15-8/40 55/40 36 720 130 15 

HPSt 500/15-8/60 80/60 54 1100 90 12 

HPSt 500/15-8/80 105/80 72 1500 60 10 

HPSt 500/15-8/>80 > /80 on request    

Piezocomposite – bare ring actuator series HPSt 

  

 

 

Product highlights: 

 
 max. load: 9000 N 

 max. force generation: 5500 N 
(at maximum voltage) 

 free opening 
 

Applications: 

 

 laser adjusting 

 heat abstraction 

 shock wave generation 

 sensor testing 

 test and acceleration damping 

 active vibration cancellation 

 fuel injection 

 active engine mounting 

 as well as all kinds of positioning tasks  
which require high loads and/or extreme  
accelerations 
 

 

Options: 

 

 piezomaterials HP, HS/HT 
 

 

Series HPSt without casing – diameter 15-8 mm 

 

*     *          motion at voltage -100 V thru 500 V/ -0 V thru 500 V       

 

 

Image: Piezo actuator HPSt without 

casing, diameter 15-8 mm 
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HPSt 1000 V - diameter 15-8 mm 

 

 

 
Drawing: 

 

 

 

 

 

Specifications subject to change without notice! 

 

Type 

 

 

max. stroke* 

 

μm 

Length 

 

mm 

el. 

capacitance 

nF 

Stiffness 

 

N/μm 

Resonance 

frequency 

kHz 

HPSt 1000/15-8/5 12/7 9 35 600 50 

HPSt 1000/15-8/20 27/20 18 90 300 35 

HPSt 1000/15-8/25 35/25 27 130 200 25 

HPSt 1000/15-8/40 55/40 36 180 150 20 

HPSt 1000/15-8/60 80/60 54 270 100 15 

HPSt 1000/15-8/80 105/80 72 360 70 12 

HPSt 1000/15-8/>80 > /80 > 72 on request   

Piezocomposite – bare ring actuator series HPSt 

*     *          motion at voltage -200 V thru 1000 V/ -0 V thru 1000 V 
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HPSt_1000_25-15_piezocomposite 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Series HPSt 1000V- diameter 25-15 mm 

 

Specifications subject to change without notice! 

 

Type 

 

 

max. stroke* 

 

μm 

Length 

 

mm 

el. 

capacitance 

nF 

Stiffness 

 

N/μm 

Resonance 

frequency 

kHz 

HPSt 1000/25-15/5 12/7 9 85 1200 50 

HPSt 1000/25-15/20 27/20 18 210 600 35 

HPSt 1000/25-15/25 35/25 27 310 400 25 

HPSt 1000/25-15/40 55/40 36 420 300 20 

HPSt 1000/25-15/60 80/60 54 650 180 15 

HPSt 1000/25-15/80 105/80 72 900 130 12 

HPSt 1000/25-15/>100 > 80 > 72 on request   

Piezocomposite – bare ring actuator series HPSt 

without casing 

  

  

Product highlights: 

 
 max. load: 22000 N 

 max. force generation: 13000 N 
(at maximum voltage) 

 free opening 
 

Applications: 

 

 heat abstraction 

 laser adjustment 

 shock wave generation 

 sensor testing 

 test and acceleration damping 

 active vibration cancellation 

 fuel injection 

 active engine mounting 

 as well as all kinds of positioning tasks  
which require high loads and/or extreme  
accelerations 

 

Applications: 

 

 heat abstraction 
 

Series HPSt without casing – diameter 25-15 mm, 1000 V 

 

*     *          motion at voltage -100 V thru 500 V/ -0 V thru 500 V 

**    **        typical value for small electrical field strength 

 

 

*     *          motion at voltage -200 V thru 1000 V/ -0 V thru 1000 V 

**     

 

 

Image: Ring actuators without 

casing, diameter 25-15 mm 
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HPSt_1000_25-15_piezocomposite 

 

 

 

 

Drawing: 

 

Piezocomposite – bare ring actuator series HPSt 

without casing 
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Series HPSt 1000V- diameter 35-25 mm 

 

 

Specifications subject to change without notice! 

 

Type 

 

 

max. stroke* 

 

μm 

Length 

 

mm 

el. 

capacitance 

nF 

Stiffness 

 

N/μm 

Resonance 

frequency 

kHz 

HPSt 1000/35-25/5 12/7 9 120 2000 50 

HPSt 1000/35-25/20 27/20 18 300 1000 35 

HPSt 1000/35-25/25 35/25 27 450 700 25 

HPSt 1000/35-25/40 55/40 36 600 500 20 

HPSt 1000/35-25/60 80/60 54 900 350 15 

HPSt 1000/35-25/80 105/80 72 1300 250 12 

HPSt 1000/35-35/100 130/100 90 1800 160 10 

HPSt 1000/35-35>100 > /100 > 90 on request   

Piezocomposite – bare ring actuator series HPSt 

  

 

 

Product highlights: 

 
 max. load: 35000 N 

 max. force generation: 20000 N 
(at maximum voltage) 

 free opening 
 

Applications: 

 

 laser adjusting 

 heat abstraction 

 shock wave generation 

 sensor testing 

 test and acceleration damping 

 active vibration cancellation 

 fuel injection 

 active engine mounting 

 as well as all kinds of positioning tasks  
which require high loads and/or extreme  
accelerations 

 

Applications: 

 

 piezomaterials HP, HS/HT 
 

 

Series HPSt without casing – diameter 35-25 mm, 1000 V 

 

*     *          motion at voltage -100 V thru 500 V/ -0 V thru 500 V 

**    **        typical value for small electrical field strength 

 

 

*     *          motion at voltage -200 V thru 1000 V/ -0 V thru 1000 V 

 

Image: Ring actuators without casing, 

diameter 35-25 mm 
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HPSt_1000_35-25_piezocomposite 

 

 

 

 

Drawing: 

 

Piezocomposite – bare ring actuator series HPSt  

  

 




